U-PROA

Access Control System
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U-Prox innovations
Features
U-Prax ACS devices

U-Prox ACS software

Readers

How does it work?

U-Praox SE multi - Versatile reader

U-Prax SE keypad - Versatile reader with a keypad
U-Prox SL mini - Versatile reader

U-Prox SL steel - Versatile reader

U-Prox SL keypad - Versatile reader with a keypad
U-Praox SL maxi - Versatile reader

U-Prox SL OEM - Versatile reader for integration
U-Prox Desktop - RF 1D and mobile |D desktop reader

U-Prox Config - Mobile configurator for readers

Active Mobile ID

U-Prox Tag and U-Prox Auto Tag

Control panels

U-Frox IP400
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U-Prox IP400 QSDP
L-Prox [C A
|I-Prox IC E

U-Prox WEB

U-Prox WEB - Access control system
Installator - WEE workplace
Administrator - WEB workplace
Security - WEB workplace

Personnel - WEB workplace

Pass Office - WEB workplace
Reports - WEB workplace

Integration

Integration AP - Simple protacols

Integration with other devices - Extention the functionality of ACS

Mobile ID Systems
How does it work?
Mobile ID issue server

U-Prox Key app - Your phone is a key

Where to install?



U-Prox innovations

The requirements for access control, security and safety
systems are constantly increasing, the need for innovative
technological solutions and products, which replace
unnecessary and less reliable devices is appeared.

WEB, IP, NFC, BLE, Mifare, Cloud and Wireless technologies
made it possible to create advanced products at a reasonable
price.

Based on the high standards of quality and safety, we present
innovative solutions that provide convenience and simplicity in
using access control systems with an optimal leve| of safety.



Features

125 kHz, Mifare,
Mifare Plus,
Mobile ID over
NFC and BLE.
OSDP, Wiegand,
iButton, RS

Network solutions

® @
ACS Software

Web interface
REST for integration

U-Prox WEB

Versatile IP control
readers panels

Mobile

. identification
applications Phone as a key

® @
For LAN and WAN:
Encryption, DHCP,

NAT traversal,
TCP or UDP

Reusable Timed Tags
Remote issue, revocation,



U-Prox ACS devices

U=Prox IP 400 U-Prox IP400 OSDP U-ProxIC A U-Prox SE multi U-Prox SE keypad U-Prox Desktop
IP centrol pansl IP control panel with QS0P modules Global Antipassback |P control panel versatile reader with OSDP Versatile reader with OSOF Desktap reader
support and tauch keypad

U-Prox ICE U-Prox RM U-Prox Tag U=Prox SL mini U-Prox 5L keypad U-Prox 5L maxi

Elevator |# control panel Felay madules for elevator control panel Active identifier Vearsatile miniature reader Versatile reader with keypad Versatile reader

U-Prox Auto Tag U-Prox 5L steel U-Prox SL OEM

Active identifier far transport versatile vandalpraof reader OEM versatile reader




U-Prox ACS software

U-Prox WEB Server U-Prox WEB U-Prox IP Client U-Prox Mobile ID Server U-Prox Key for Android U-Prox Key for i0S

Server Accass Contral Software WEB interface and REST integration Windows interface far fine<uning Server for mobile keys issuing and Add a key function to your smartfong Add a key function 1o vour smartfone
Managing

U-Prox Desktop Server U-Prox IP400 Translator U-Prox Config

Service for interaction with LI-Prox Server for integration access control Canfigurator for readers

Deskiop over Web or using It a5 a panels to any other software via REST

keypad protocals






How does it work ?

U-Prox Config
Mobile configurator
for readers

U-Prox Tag
K
& B‘L\E Wiegand (26 - 64)
0, T- 15- m .-9 + @
< NFC OSDP
U-Prox Key 0.1-15m — U-Prox IP control
Mobile ID over BLE readers c RS232 panel
or NFC
Works offline TouchMemory
-9 h
Mifare Card,

Mifare Plus Card

Simple cards




U-Prox SE multi

Versatile reader

The adjustable versatile SmartLine second edition
(SE) reader for mabile credentials and proximity iden-
tifiers in canjunction with the U-Prax Key application
and U-Prax 1Ds will allow any access cantrol system
o use smartphones as access system cradentials.

2.4 GHz radio

Reader supports 3 operation modes for smart-
phanes with L-Prox 1D

SDoor-Proximity" — 10-20 cm, reader activates by
built-in IR sensar, Recommendead for double-sided
doars and turnstiles

»Doart - up to 60-70 cm

 "Barrier/Gate” - adjustable range of interaction from
1t 15m,

Mifare® w1 Mifare®Plus

Operates with 150144434 identifiers, supports 501
and SL3 modes for Mifare@®@Plus, Read range — up Lo
Sem.

+ Mobile credentials

= MNFCand 2.4 GHz radio

« Adjustable 2.4 GHz distance (A1 - 15 m)

« Mifare Plus 5L1/5L3 and Mifare Classic

= Supports multiple formats of 125 kHz RAD
= Smartphone adjustable

« Adjustable QSDP/MWiegand interface

-}
« Conviniant and safe

« Simple and comvenient installation

Reads encrypted identifiers with static or diversified
key and with an arbitrary card number,
Simultaneous use of five encryption profiles,

Easy connection

Seamless and easy connection o existing and new
access systems, due to the OSDP, Wiegand 26, 32, 34,
37, 40, 42, 56, 58, 64 bit interfaces, Wiegand with
autamatic  selection, R5232 and TouchMemory
EUpPOrts

Mobile Apps

Free mobile application U-Prox Key receives, stores
and transmits mabile credentials U-Prax 1D between
the reader and the smartphane

With the free mobile application U-Prox Config, the
reader can be completely adjusted — from the
indication to the encryption modes

TECHNICAL SPECIFICATIONS

Read range

Mifare®, 13,56 MHz

NEC, 13.56 MHz
RFID, 125 kHz
Case material
Color
Dimensicns
Weight
Ambient

Fower supply

Interfaces

Wiring

MFC, Mifare and RFID 125 kHz - up to 5 om, 2.4 GHz radio -
adjustable 10cm-15m

I50144434; Mifare®@standard, Mifare®Hi-Memaory, Mifare®Ultralight,
Mifare®Classic 1K/A4K, Mifare®Classic 7UID, Mifare® Plus 5L1 and 513

IS0 14443715693
ASK and FSK

ABS+PC plastic

black

45 % 12012 mm
70g

IPES, -40°C. .. +60°C

+9. . +15VDC, max current- Up to 90 mA
Voltage ripple - up to 500 myp-p

OS0P, Wiegand 26, 32, 34, 37, 40, 42, 56, 58, 64 bits, Wiegand Auto,
R5232 and TM
8 wire cable, maximum distance to pangl - up to 150 m for Wiegand

interface, up to 30 m for TouchMemary interface, up to 1000 m for
OS0P interface



U-Prox SE keypad

Versatile reader with a keypad

The adjustable versatile Smartline second edition
(SE) reader for mabile credentials and proximity iden-
tifiers in conjunction with the U-Prax Key application
and U-Prax 1Ds will allow any access cantrol system
to use smartphones as access system credentials,

2.4 GHz radio

Reader supports 3 operation modes. for smart-
phanes with L-Prox 1D

« "Daor-Proximity" - 10-20 cm, reader activates by
bullt-in IR sensar, Recommended for double-sided
doars and turnstilas

« "Door” - up to 60-70 cm

+  "Barrier/Gate" - adjustable range of interaction
from 1to 15 m.

Mifare® u Mifare®Flus

Operates with 150144434 identifiers, supparts SL1
and 5L3 mades for Mifare®@Plus, Read range — up 1o
5o,

Reads encrypted identifiers with static or diversifie

key and with an arbitrary card number,

+ Mobile credentials

= MFCand 2.4 GHz radio

« Adjustable 2.4 GHz distance (W1 - 15 m)

« Mifare Plus SL1/5L3 and Mifare Classic

= Supports multiple formats of 125 kHz RAD
« Smartphone adjustable

= Adjustable QSDP/MWiegand interface

« Convinient and safe

« Simple and convenient installation

= Built-in keypad

Simultaneous use of five encryption profiles,

Keypad

Reader transmits keypad codes in one of the
programmed modes — package (after the # key
press) or digit-by-digit (4 ar & bits per symbal).

Easy connection

Seamless and easy connection (o existing and new
access systems, due to the O5DP, Wiegand 26, 32, 34,
37, 40, 42, 56, 58, 64 bit interfaces, Wiegand with
automatic  selection, RS232 and TouchMemory
SURPOrts

Mobile Apps

Free mobile application U-Prox Key receives, stores

and transmits mabile credentials U-Prax 13 between

the reader and the smartphane.

With the free mobile application U-Prox Config, the

somdee san e cempletely adjusted — from the
cryption mades

TECHNICAL SPECIFICATIONS

Read range

Mifared®, 13.56 MHz

MFC, 13.56 MHz
RED, 125 kHz
Case material
Color
Dimensions
Weight
Ambient

Fower supply

Interfaces

Wiring

Keypad

MFC, Mifare and RFID 125 kHz - up to 5 cm, 2.4 GHz radio
adjustable 10cm-15m

15014443A; Mifare®Standard, Mifare®Hi-Memaory, Mifare®UItralight,
Mifare®Classic 14K, Mifare®Classic 7UID, Mifare® Plus SL1 and 502

50 1444315693
ASK and FsK

ABS+PC plastic

black

SEx112x12 mm

90 g

IPES, -40°C ... +60°C

+9. .. 1 5VDC, max current- Uup te 20 mA
Voltage ripple - up to 500 myp-p

QS0P Wiegand 26, 32, 34, 37,40, 42, 56, 58, 64 bits, Wiegand Auta,
R5232 and TM

2 wire cable, maximum distance to panel - up to 150 m for Wiegand
interface, up to 30 m for TouchMemaory interface, up to 1000 m for
OSDP interface

Built-in, wireless, Programmable maodes - package (after the "# key
press) or digit-by-digit (4 or 8 bits per symbaol).
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